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Abstract. In this paper we describe the hardware evolution of analog circuits 
performing signal separation tasks using JPL’s Stand-Alone Board-Level Evolvable 
System (SABLES). SABLES integrates a Field Programmable Transistor Array chip 
(FPTA-2) and a Digital Signal Processor (DSP) implementing the Evolutionary 
Platform (EP). The FPTA-2 is a second generation reconfigurable mixed signal array 
chip whose cells can be programmed at the transistor level. Its chip architecture 
consists of an 8x8 matrix of reconfigurable cells. The FPTA-2 is reconfigured by 
evolution to achieve circuits that can extract a target signal that is combined with an 
undesired component or to perform the separation of a combination of two signals. 
The paper considers also an adaptive filter where the fitness function depends on the 
input signal. The results demonstrate that SABLES is not only able to perform signal 
separation and extraction, but it is also flexible enough to adapt to different input 
signals without human intervention, such as in the c.ase of self-tuning and adaptive 
filters. 

1 Introduction 

This work describes the evolution of circuits that perform signal separation using the 
most recent version of the Field Programmable Transistor Array chip, the FPTA-2. Source 
or signal separation is a classic signal processing problem [l]: given N physically distinct 
measurements which represent a priori unknown linear combinations of N independent 
signal sources, the objective is to auto-adaptively extract N equivalent statistically 
independent signals, e.g., arising from independent physical sources. One approach to solve 
this problem is the H-J adaptive network, which is based on the modified Hebbian learning 
rule [2]. Cohen and Andreou [ I ]  proposed a hardware implementation for a Neural 
Network implementing the H-J adaptive algorithm and tested it for the case of separating 
two sine waves (782Hz and 1kHz) applied at the network input, after being mixed. The 
interest in the signal separation problem is motivated by applications in communication 
systems, such as adaptive noise reduction and adaptive echo cancellation. 

Particularly, our focus is to demonstrate the synthesis of circuits that can perform signal 
extraction and separation using the SABLES platform. This class of applications 
encompasses experiments in which the reconfigurable hardware evolves to a new 
configuration when the input signal characteristic changes, leading to potential applications 



such as adaptive noise elimination. Additionally, this paper also describes an experiment 
accomplishing the separation of two source signals from a mixture of these signals given at 
the circuit input. 

SABLES was used in the evolutionary experiments. This system solution provides 
autonomous, fast (about 1,000 circuit evaluations per second), on-chip circuit 
reconfiguration. Its main components are a JPL Field Programmable Transistor Array chip 
as transistor-level reconfigurable hardware, and a TI DSP implementing the evolutionary 
algorithm as the controller for reconfiguration. 

This article is organized as follows. Section 2 describes the SABLES and the FPTA-2 
chip. Section 3 describes the experiments, including the evolution of tunable filters excited 
by an "unknown" combination of source signals; and the evolution of a circuits performing 
signal separation. Section 4 summarizes the conclusions and future applications. 

2 SABLES 

SABLES integrates an FPTA and a DSP implementing the Evolutionary Platform (EP) 
as shown in Figure 1. The system is stand-alone and is connected to the PC only for the 
purpose of receiving specifications and communicating back the results of evolution for 
analysis [3]. 

I-- 
Fig. 1. Block diagram of a simple stand-alone evolvable system. 

The FPTA is an implementation of an evolution-oriented reconfigurable architecture 
(EORA) [4]. The lack of evolution-oriented devices, in particular for analog, has been an 
important stumbling block for researchers attempting evolution in intrinsic mode (with 
evaluation directly in hardware). Extrinsic evolution (using simulated models) is slow and 
scales badly when performed accurately e.g. in SPICE, and less accurate models may lead 
to solutions that behave differently in hardware than in software simulations. The FPTA 
has transistor level reconfigurability, supports any arrangement of programming bits 
without danger of damage to the chip (as is the case with some commercial devices). Three 
generations of FPTA chips have been built and used in evolutionary experiments. The 
latest chip, FPTA-2, consists of an 8x8 array of reconfigurable cells. Each cell has a 
transistor array as well as a set of other programmable resources, including programmable 
resistors and static capacitors. Figure 2 provides a broad view of the chip architecture 
together with a detailed view of the reconfigurable transistor array cell. The reconfigurable 
circuitry consists of 14 transistors connected through 44 switches and is able to implement 
different building blocks for analog processing, such as two- and three-stage OpAmps, 
logarithmic photo detectors, or Gaussian computational circuits. It includes three 
capacitors, Cml, Cm2 and Cc, of loo@, lOOfF and 5pF respectively. Details of the FPTA- 
2 can be found in [5]. Other implementations of reconfigurable analog devices can be 
found elsewhere [6-lo]. 

The evolutionary algorithm was implemented in a DSP that directly controlled the 
FPTA-2, together forming a board-level evolvable system with fast internal communication 



ensured by a 32-bit bus operating at 7.5MHz. Details of the EP were presented in [ I l l .  
Over four orders of magnitude speed-up of evolution was obtained on the FPTA-2 chip 
compared to SPICE simulations on a Pentium processor (this performance figure was 
obtained for a circuit with approximately 100 transistors; the speed-up advantage increases 
with the size of the circuit). The evaluation time depends on the tests performed on the 
circuit. Many of the evaluation tests performed required less than two milliseconds per 
individual, which for example on a population of 100 individuals running for 200 
generations required only 20 seconds. The bottleneck is now related to the complexity of 
the circuit and its intrinsic response time. SABLES fits in a box 8” x 8” x 3”. 
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Fig. 2. FPTA 2 architecture in the left and schematic of cell transistor array (re-configuruhlr circuitry) in the right. The 
cell contains additional capacitors and programmable resistors (not shown). 

3 Experiments 

The results for three different classes of experiments are presented in this section. The first 
two experiments demonstrate the evolution of circuits for signal extraction, while the last 
experiment shows the evolution of a circuit for signal separation. In the first case the 
evolving circuit is excited with combination of signal sources of known frequencies f, and 
f2, e.g., the known input frequencies are used by the fitness evaluation function. The 
objective is to amplify the signal at frequency f, while attenuating the signal at frequency 
f2. In the second case the circuit is excited with a combination of signal sources of unknown 
frequencies, e.g., knowledge of the input sine waves frequencies is not used by the fitness 
evaluation function. The objective of the experiment is to evolve a circuit that amplify the 
strongest component of the input signal and attenuate the weakest one, therefore improving 
a hypothetical signahoise ratio. It is shown that when the frequency of the strong and/or 
weak component in the input signal changes, the circuit is reconfigured by evolution to 
“adapt” to the new input profile. Finally, in the third experiment evolution performs signal 
separation: the evolving circuit is excited with two linear combinations of pure sine waves 
(source signals) of known frequencies, and the circuit outputs are the original source 
signals. 

Based on prior experimentation, the GA parameters selected for these experiments 
were: 70% mutation rate; 20% crossover rate; replacement factor of 20%; population of 
400; and 100 to 200 generations. A binary representation was used, where each bit 



determines the state (opened, closed) of a switch. Each execution took about 5 minutes in 
the SABLES system. More than 20 different GA executions were performed. In order to 
compute the fitness function, the FFT of the output signal(s) from the FPTA-2 was 
calculated. The fitness was a measure of the error of the FPTA-2 outputs to the target 
values in each experiment, as shown below. 

N 

Fitness = I 0, (i) - T ,  (i) I 
, = I  

where N is the number of samples used in the FFT (usually 64), Odi) is the magnitude 
of the ith FFT component of the FPTA-2 output, and Tdi) is the target magnitude of the ith 
FFT component. Other fitness measures such as the sum of the squared deviations between 
the output and the target were tried, without significant improvement. 

Referring to the input signals frequencies, they were restricted to values below SOkHz, 
because the data converters at SABLES operate at lOOkHz sampling rate and due to 
bandwidth limitations of reconfigurable analog devices [lo]. 

Another important feature of these experiments refers to the switches control voltages. 
The switches of the re-configurable chip are implemented as transmission gates. The 
control voltages that completely open or close the switches are 0 and 2V. However, 
through experimentation, it has been observed that the results significantly improve when 
the values 0.4V and 1.6V are used to control the switches, meaning that they are now partly 
opened and closed (partly closed if the higher and lower control voltages are respectively 
applied to the NMOS and PMOS transistors of the switch, and partly opened in the other 
case). 

Finally, another important issue is the search space size. If we allow a completely 
unconstrained evolution, we will end up with a very large search space size. One approach 
to reduce the search space size is to have the FPTA-2 cells constrained to a particular 
topology, so that only the interconnections among the cells and the feedback resistance 
values [5] are evolved. Through experimentation, it has been verified that the constrained 
approach delivered better results. In the following experiments the cell topologies were 
fixed to the one of inverting amplifiers. 

3.1 Combination of Known Signal Sources 

To evolve the circuit we introduce an input signal consisting of a linear combination of 
IOkHz and 25kHz sine waves. The objective is to eliminate the 25kHz tone and amplify the 
1OkHz tone. Four cells of the FPTA-2 were used in this experiment. Figure 3 provides a 
high level schematic of the inputloutput interconnections in this experiment. Figure 4 
depicts the FFT of the input signal and of the evolved circuit output. Figure 5 shows the 
evolved circuit response in the time domain, when excited by 1OkHz and 25kHz tones 
respectively. 



Fig. 3. Input (ln)/Output(Out) connection in the signal extraction experiment. Only the four cells at 
the top-left of the array were used. 
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Fig. 4. Evolved circuit response in the frequency domain: FFT of the input (left); and output (right) 
signals. 
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Fig. 5. Evolved circuit response in the time domain: when excited by a lOkHz inLut signal (left) and 
by a 25kHz input signal (nght). 
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The evolved circuit displayed a 15dB gain at 1 OkHz and a 2dB attenuation at 25kHz. 
Due to space limitation it is not possible to show in this paper the evolved circuits’ 

schematics. The reader can refer to [ 121 to get the netlists of the evolved circuits. 

3.2 Unknown Combination of Signal Sources 

The linear combination of two source signals (1 OkHz and 20kHz) was applied to the 
FPTA-2 chip, as previously shown in Figure 3. Nevertheless, the source signals are 
unknown to the evolutionary system, in the sense that no information about the input signal 
is used by the fitness evaluation function. The fitness criteria employed here is to amplify 
the strongest tone at the input signal and attenuate the weakest one, which we respectively 
assume to be signal and noise. Four cells of the chip were used in the experiment. Figure 6 
summarizes the performance of the evolved circuit. Initially, the IOkHz tone has about 
twice the amplitude of the 20kHz tone. The evolved circuit (CI) output increases the 
“signal/noise” ratio from 4.ldB to 16.9dB. In this case, the 1OkHz tone is attenuated by 
2.86dB, while the 20kHz tone is attenuated by 15.8dB. If we invert the source signal ratios, 
it is observed that a new circuit configuration, C2, is evolved: the “signalhoise” ratio 
increases from 10.8dB to 18.5dB. In this case, the IOkHz tone is attenuated by 12.5dB, 
while the 20kHz tone is attenuated by 4.8dB. It can be observed that the performance is 
better in the first case. Table I compares the results in terms of the achieved and target FFT 
values Of and Tf. 
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Fig. 6. In the left, FFT of the input (top) and output (bottom) of circuit C1 when the lOkHz tone has 
twice the amplitude of the 20kHz tone. In the right, the same information is shown for circuit C2, 
when the 20kHz tone has a higher amplitude. 



Table 1: Comparison between the target and the attained FFT for the two circuits presented in this 

3.3 - Signal Separation Experiments 

The goal of this experiment is to design a circuit able to separate two mixed signals, El(t) 
and E2(t), obtained by the linear combinations of pure sine waves, el(t) and e2(t), of known 
frequencies. The circuit outputs are the original pure sine waves. As in the previous case 
studies, we chose for the frequency of the pure sine wave el(t), f, 1OkHz and for the pure 
sine wave e2(t), f2 = 20kHz. These signals were linearly combined by a mixing matrix to 
produce the chip inputs E,(t) and E2(t): 

[ E ,  ( t ) ]  = [ 0.25 0.5 ][ sin(2n10,OOOt) 
E, ( t )  0.5 0.25 sin(2n20,OOOt) 

The set of experiments was performed using 10 cells of the FPTA-2. Following the 
same procedure of the previous experiments, the cells were constrained to be inverting 
amplifiers reducing thereby the search space. 

Figure 7 depicts the inputs and outputs of the best circuit achieved in this set of 
executions. 

Fig. 7. Result of the signal separation experiment. At the top the inputs El and E2 are shown. At the 
bottom the outputs 01 (1 OkHz)) and 0 2  (2OkHz) are shown. 

Table 2 summarizes the evolved circuit performance in terms of the FFT and of the values 
measured in the frequency analyzer. The target FFT values used in the fitness function are 
also included in the table. 



Table 2: Evolved circuits in the signal separation experiment. Amplitude of 1 OkHz and 2OkHz tones 

From Table 2, it can be observed that the output O1 attenuates the component e2 
(20kHz) by -15dB (from -2OdE3 to -35.3&), while keeping el (10kHz) at the same level. 
On the other hand, the output O2 attenuates the component e, by -1OdB (from -2OdB to - 
30dB), and amplifies e2 by 2dB (from -1 5dB to -13dB). Finally Figure 8 plots the fitness 
of the best individual along the generations averaged over 3 GA runs. It can be observed 
from this graph that the fitness does not go to 0 for the best individuals. This is an expected 
systematic constant due to the way the fitness function was written - the minimum possible 
fitness in this experiment is 80. 
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Fig. 8: Fitness against generations for the signal separation experiment. 

This experiment is a first approach to tackle the independent component analyzer 
problem, which consists of recovering the original source signals from signals acquired 
from a set of sensors that pick up different linear combinations of source signals. 

4. Discussion and Conclusions 

Most of the experimental results could be conventionally implemented using low or 
high pass filters with zeros/poles in the range of 10-20kHz and a control or adaptation 
block. Supposing R=l OK, a value that is in the range of the polysilicon on-chip resistances 
[4], we would then be talking about 0 . 1 ~  capacitors. In order to implement a capacitor of 
this size using the chip fabrication process (about 1 fF/pm for metallic capacitors), a silicon 
area of 100mm2 would be used, against only about 2mm2 used by the evolved circuits. 



Several factors explain this discrepancy: the resistive effect of the switches contributes to 
increase the RC constant; to a small extent the exploration of parasitic capacitors of the 
MOS transistor; and the capacitances of the probing instruments (lop for the 
oscilloscopes). By cascading the filters evolved using a small number of cells, the FPTA-2 
chip will be able to realize steeper frequency responses (possibly with roll-off superior to 
60dB/dec). 

It has also been demonstrated that the reconfigurable hardware can evolve to “adapt” to 
changes in the input signal. The task of separating a mixed sine wave input (with 
frequencies unknown a priori) has been approached using a 2x2 neuromorphic analog 
network implemented in VLSI using a total of 76 transistors [I]. The network training time 
was 80ms and they were able to separate the two sine waves by 15dB (worst) to 35dB 
(best). The evolved FPTA-2 hardware used 140 fixed transistors, taking a training time of 
the order of seconds and separating the sine waves by 17dJ3 (worst) to 22dB (best). In the 
case of Evolvable Hardware, we point out that the reconfigurable chip was not specifically 
designed for the signal separation task, as it happens in the neuromorphic approach. 

The results demonstrate that our evolutionary platform can perform signal separation 
and extraction for input signals consisting of a combination of sine waves, being also 
capable to adapt to different input signals without human intervention. Future applications 
will consist of the separation of more complex signals, such as mixed speech signals. 

Among the lessons learned from the experiments reported in this paper, we emphasize 
the advantages of using partly openedclosed switches; and constraining the reconfigurable 
circuitry [4] to a particular topology. Future work will focus in extending these experiments 
to evolve filters with more stringent requirements; tackle more realistic case of adaptive 
noise cancellation; and tackle the problem of separating mixed speech signals. 

Acknowledgements 

The research described in this paper was performed at the Center for Integrated Space 
Microsystems, Jet Propulsion Laboratory, California Institute of Technology and was 
sponsored by the Defense Advanced Research Projects Agency (DARPA) and the National 
Aeronautics and Space Administration (NASA). We also thank the anonymous reviewers 
for their helpful comments. 

References 

[ 13 - Cohen, M. H., and Andreou, A. G.,  “Analog CMOS Integration and Experimentation 
with an Autoadaptive Independent Component Analyzer”, IEEE trans. on Circuits and 
Systems, V. 42, N. 2, Feb., 1995. 
121 - J. Herault and C .  Jutten, “Space or Time Adaptive Signal Processing by Neural 
Network Models”, in Neural Networks for Computing, J. S. Denker, Ed. Snowbird, UT: 
AIP Conf. Proc., 1986. 
[3] - Stoica, A., Zebulum, R.S., Ferguson, M.I., Keymeulen, D., Duong, V. ”Evolving 
Circuits in Seconds: Experiments with a Stand-Alone Board Level Evolvable System”. 
2002 NASA/DoD Conference on Evolvable Hardware, Alexandria Virginia, USA, July 15- 
18,2002, IEEE Computer Society. 
[4] - A. Stoica, R. Zebulum, D. Keymeulen, R. Tawel, T. Daud, and A. Thakoor, 
Reconfigurable VLSI Architectures for Evolvable Hardware: from Experimental Field 
Programmable Transistor Arrays to Evolution-Oriented Chips. In IEEE Transactions on 



VLSI Systems, Special Issue on Reconfigurable and Adaptive VLSI Systems, vol. 9, No. 
1,February 2001. (pp.227-232). 
[5] - A. Stoica, R. Zebulum, and D. Keymeulen, “Progress and Challenges in Building 
Evolvable Devices”, Third NASA/DoD Workshop on Evolvable Hardware, Long Beach, 
July, 12-1 4,2001, (pp.33-39, IEEE Computer Society. 
[6] - Langeheine, J., Meier, K., Schemmel, J. “Intrinsic Evolution of Quasi DC Solutions 
for Transistor Level Analog Electronic Circuit Using a CMOS FPTA Chip”. In 2002 
NASA/DoD Conference on Evolvable Hardware, IEEE Computer Society, pp. 7544,2002. 
[7] - Layzell, P.,“A New Research Tool for Intrinsic Hardware Evolution”, In 
Proceedings of the Second International Conference on Evolvable Systems: From Biology 
to Hardware (ICES98), M.Sipper, D.Mange e A. Perez-Uribe (editors), Springer-Veda vol. 

[8] - Murakawa, M., Yoshizawa, S., Adachi, T., Suzuki, S., Takasuka, K., Iwata, M., 
Higuchi, T., “Analogue EHW Chip for Intermediate Frequency Filters”, In Proceedings of 
the Second International Conference on Evolvable Systems: From Biology to Hardware 
(ICES98), M.Sipper, D. Mange and A. Perez-Uribe (editors), Springer-Verlag, vol. 1478: 

[9] - Santini, C., Zebulum, R. S., et. Al, “PAMA - Programmable Analog Multiplexer 
Array”, In the Third NASA/DoD workshop on Evolvable Hardware, IEEE Computer Press, 

[ IO]  - V. Gaudet and G. Gulak, ”Implementation Issues for High-Bandwidth Field- 
Programmable Analog Arrays,” Journal of Circuits, Systems, and Computers Special Issue 
on Analog and Digital Arrays, World Scientific Publishing, Vol. 8, No. 5-6, pages 541 -558, 
1998. 
[ 1 1 ] - Ferguson, M.I., Stoica A., Zebulum R., Keymeulen D. and Duong, V. “An Evolvable 
Hardware Platform based on DSP and FPTA”, Proceedings of the Genetic and 
Evolutionary Computation Conference, July 9-13, 2002, pp145-152, New York, New 
York. 
[ 1 21 -http://cism.jpl.nasa.gov/ehw/public/ices2003. 

1478: 47-56, 1998. 

134-143, 1998. 

pp. 36-43,2001. 

http://cism.jpl.nasa.gov/ehw/public/ices2003



